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AF-RRFB  Flasher for Rectangular 
Rapid-Flash LED Pedestrian Beacons 

  

Pedestrian Safety is a growing concern.  
 

To increase visibility of 
pedestrians crossing 
busy roadways more 
cities are installing 
RRFBs.   These benefit 
traffic as they are used 
at crossings that do not 
have traffic lights.   Thus 
they do not generate a 
Red light but rather 
quickly alert drivers to 
the presence of 
pedestrians in the 
crosswalk.   As soon as 
pedestrians are clear of 

the roadway traffic may resume.    
 
In multiple studies these crossings showed 
higher rates of vehicles yielding to pedestrians 
in the crosswalk. Because of the proven 
effectiveness at capturing drivers attention the 
Federal Highway administration and the 
MUTCD have granted interim approval to the 
states to use of these crossings in many more 
uncontrolled crossings in all 50 states.   
  
The RRFB flasher unit is designed to generate 
the flash pattern prescribed in the 2018 Interim 
Approval memo.  This creates a sequence of 
rapid timed LED pulses to capture attention of 
drivers.  The flash sequence was created by 
the Texas Transportation Institute (TTI) during 
a Federally funded research project and was 
proven to greatly increase vehicle yield rates.   
 
Lights To Go has incorporated this sequence in 
a small, easy to apply LED flasher package.  
The flasher unit is totally encapsulated and will 
drive most any DC led units. 

Contact us for the latest on associated signals, signs, 
pushbuttons, sensors and transmitters. 
 
Features: 

 Fixed flash rate and sequence independent of 
voltage / temperature. 

 Fully Encapsulated / waterproof flasher 

 2.1 x 1.3x .45 inch (53 x32 x11mm) package 

 High output capability, Drives 2/4/8 lamps 

 Built in Microcontroller generated flash 
sequence complying with the MUTCD 

 
Pedestrian Actuated Rectangular Rapid Flashing 
Beacon for Uncontrolled Marked Crosswalk Flasher 
Sequence as described in the following: 
US DOT Interim Approval to MUTCD (IA-21) granted Mar 
20, 2018  
 

  
 

AF-RRFB 
Pedestrian Actuated, Rectangular 
Rapid Flashing  LED beacon flasher 
 

Description 
 Rapid Flash Pedestrian Crossing 
Flasher – DC / Solar,  2 channel 

Voltage 10 - 24VDC    x 2 LED Channels 

Power 
Max 

6A  / 72W Max load per output  

30A  inrush surge @ 30ms    

Sequence 800ms, Fixed Sequence, See above 

Temp Rating 0F to 140Deg F    (-20C to +60C) 

Package IP67 Waterproof sealed, encapsulated 

Case size 2.4 x1.2 x .45in  (52x 32x11mm) 

Mounting -#6  flange head screw 

Mass < 28gm , <1oz 

Warranty 2 year manufacturers limited 


